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Density Control Function  
(DCF) Test Tool
PN 804964

Aluminum Step 
Wedge
PN 800013 

Grid Alignment 
Test Tool
PN 800420

Collimator Alignment 
Test Tool 
PN 805818 

Signal Difference to 
Noise Ratio (SDNR) Set
PN 805760 

Beam Alignment 
Test Tool
PN 800423

Half Value Layer (HVL) Attenuator Sets
PN 800012 (115A), PN 805755 (115B), PN 800051 (115H)

Base Plate:  Aluminum

Exposure Plate  Stainless Steel

Overall 15.2 x 30.5 x 0.95 cm (HWD)

Window 12 x 18.6 mm (0.47 x 1.12 in)

Weight 0.8 kg (1.75 lbs)

File Size 7 x 9.5 in

Exposure Steps 11 (-1 to -5, zero, +1 to +5)

Compatibility  Tissue Equivalent Breast material

Notes
Tissue Equivalent Material

sold separately

Construction
115A - 99.00% High Purity 1100 Aluminum Alloy; 115B - 99.00% High Purity 1100 Aluminum Alloy;  
115H - 99.99% Ultra High Purity Aluminum

Quantity 115A - 9; 115B - 8; 115H - 6

Thickness/Quantity

115A - 0.1 mm (3), 0.2 mm (1), 0.5 mm (2), 1.0 mm (2), 2.0 mm (1)

115B - 0.1 mm (8)

115H - 0.1 mm (6)

Length 10 cm (4 in)

Width 10 cm (4 in)

Construction
High Purity Aluminum Alloy and Copper, 9 
steps 0.3 mm high x 1.4 cm deep

Size 14.2 x 4 cm (5.6 x 1.9 in)

Weight 10 g (0.4 oz)

Construction Aluminum Alloy 99.0%

Size 10 cm x 10 cm

Thickness 0.2 mm

Construction Acrylic Cylinder

Height 16 cm (6.3 in)

Diameter 7 cm (2.8 in)

Weight 260 g (9.2 oz.)

Construction Acrylic Cylinder

Warranty 5 Years

Construction
Three Lead Blockers with Precise Hole 
Locations

Dimensions 9 x 23.5 cm (3.5 x 9 in) - one large,  
two small

Weight 0.7 kg (1.5 lbs)

Warranty 1 Year

Construction Etched Stainless Steel

Dimensions 20.0 x 25.0 cm (8.0 x 10.0 in)

Weight 200 g (6.2 oz.)

Warranty 5 Years
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